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ABSTRACT

FOOT (FragmentatiOn Of Target) is an applied nuclear physics experiment conceived to conduct high-precision
cross section measurements of nuclear fragmentation processes relevant for particle therapy and radiation
protection in space. These measurements are important to estimate the physical and biological effects of nuclear
fragments, which are produced when energetic particle beams penetrate human tissue.

A component of the FOOT experiment is the AE-TOF system. It is designed to measure energy loss and time-
of-flight of nuclear fragments produced in particle collisions in thin targets in order to extract their charge and
velocity. The AE-TOF system is composed of a start counter, providing the start time for the time-of-flight, and
a 40 x 40 cm? wall of thin plastic scintillator bars, providing the arrival time and energy loss of the fragments
passing through the detector. Particle charge discrimination can be achieved by correlating the energy loss in
the scintillator bars with the measured time-of-flight.

Recently, we have built a full-size AE-TOF detector. In this work, we describe the energy and time-of-flight
calibration procedure and assess the performance of this system. We use data acquired during beam tests at
CNAO with proton and '2C beams and at GSI with 1°0 beams in the energy range relevant for particle therapy,
i.e., from 60 to 400 MeV/u. For heavy fragments (C and O), we obtain energy and time resolutions ranging from
4.0 to 5.2% and from 54 to 76 ps, respectively. The procedure is also applied to a fragmentation measurement
of a 400 MeV/u 'O beam on a 5 mm carbon target, showing that the system is able to discriminate the
charges of impinging fragments.

1. Introduction

Particle therapy is an external beam-radiotherapy technique, that
uses charged particles (mostly protons or 12C ions) for tumour treat-
ment. Thanks to their typical depth—dose profile (Bragg peak), more
conformal dose distributions can be achieved with charged particle
therapy than with conventional radiotherapy [1]. Although particle
therapy is becoming a more widespread treatment modality, much
research is still needed to further improve its accuracy.

An important research topic is to reduce the uncertainty of the
radiobiological effectiveness (RBE) of particle beams. This quantity,
needed to calculate biological dose and to predict treatment outcomes,
demonstrates a complex dependency on several physical and biolog-
ical parameters. Among them is the spectrum of nuclear fragments
produced in interactions of the particle beam with the patient tissue [2-
4]. To simulate the biological effect of these fragments and take it
into account in particle therapy treatment planning, it is important
to accurately model their production [5,6]. Differential cross section
measurements for nuclear fragment production in thin targets provide
the most valuable information for this purpose. However, such data are
scarce and limited to a few projectiles and energies [7-10]. In addition
to particle therapy, these measurements are also of great importance
for radiation protection in space [11].

The goal of the FOOT (FragmentatiOn Of Target) experiment [12]
is to measure double differential cross sections (in fragment kinetic
energy and direction) for nuclear fragmentation processes induced by
beams impinging on targets, that are of interest for particle therapy.
By using a fixed target setup, the relevant properties of fragments
produced in thin tissue-like targets will be measured for various pro-
jectiles and energies. Hereby FOOT aims to achieve a resolution of
approximately 2%-3% and 5% for charge and mass measurements of
nuclear fragments, respectively, and a 5% accuracy on cross section
measurements [13]. To reach this goal, FOOT will acquire data with
two different setups: an emulsion spectrometer, dedicated to the de-
tection of light charged fragments (Z < 3), and an electronic setup,
focused on the study of nuclei with 3 < Z < 8, hereafter referred to as

‘heavy’. A full description of both setups can be found elsewhere [13,
14].

A key component in the electronic setup is the AE-TOF system, from
which the charge and velocity of the fragments are derived through
energy loss and time-of-flight (TOF) measurements. The first small scale
prototypes of this system, made only of two plastic scintillator bars at
a fixed distance one from the other, have been studied previously for
protons and carbon ions without target [15,16] and with target [17],
showing good charge identification capabilities. Recently, the first full-
size detector was constructed, including a 40 x 40 cm? wall of thin
plastic scintillator bars, as well as a start counter.

The goal of the present work is to assess the performance of this new
AE-TOF system in terms of TOF and AE accuracy, and to verify whether
the FOOT requirements are met, using new beam test measurements
at two different particle therapy treatment centres. In particular, we
describe an energy and time calibration procedure to discriminate frag-
ment charges, and after validation we apply it to detect the fragments
produced in nuclear interactions of a 400 MeV/u 0 beam impinging
on a 5 mm graphite target. The measurements performed represent the
first test of the full-size detector and included 10 beams, which were
not previously used.

2. Materials and methods
2.1. Detectors and DAQ system

The aim of the AE-TOF system is to measure the charge of nuclear
fragments produced in the target with a resolution of the order of 2%-—
3% for heavy nuclei, such as C, N, and O. To reach this goal, the system
should achieve for such nuclei an accuracy in energy loss and TOF
measurements of at most 5% and 100 ps, respectively [13,14]. The
AE-TOF system consists of two scintillation detectors: the Start Counter
(SC) and the TOF-Wall (TW).

The SC is used to provide the rate of the primary particle beam and
their start time [18]. It is the first detector encountered by the beam
and is located before the target. It utilizes a thin (250 pm) foil of EJ-
228 plastic scintillator [19] with an active area of 5 x 5 cm?. The light
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Fig. 1. Components of the AE-TOF system: (a) Start Counter and (b) TOF-Wall.

produced in the SC is collected by 8 groups of six 3 x 3 mm? ASD-
NUV3S-P SiPMs with 25 pm microcell pitch [20]. Each group of SiPMs
provides a summed analogical signal.

The TW, located behind the target, is used to measure the energy
loss AE of the passing particles and to provide their arrival time. It
is made of 40 bars of EJ-200 plastic scintillator [21] arranged in two
orthogonal layers of 20 each. Each bar has an active area of 44 x 2 cm?
and is 3 mm thick. The light produced in the bars is collected at each
end by four 3 x 3 mm? MPPC SiPMs with 25 pm microcell pitch [22].
Each group of four SiPMs provides a single summed analogical signal
for further processing. Given that each bar is coupled to 8 SiPMs (four
at each end), the whole detector uses 8 x 20 x 2=320 SiPMs. Fig. 1
shows a picture of the two components of the AE-TOF system. The
characterization and performance of bars was described in a series of
works dedicated to the previous 4AE-TOF prototypes [15-17,23].

The signals collected by the SiPMs of both detectors are sam-
pled through WaveDREAM digitizer boards (WDB), integrated in the
WaveDAQ system [24-26]. The WDBs can sample up to 16 channels
and also provide the supply voltage to the SiPMs of the detectors.
The readout of the AE-TOF employs 8 independent analogue channels
(connected to 1 WDB) for the SC and 2 channels for each bar of the TW
(80 channels and 7 WDBs in total). The data acquisitions considered in
this work were performed with a sampling frequency of 4 GSamples/s.

2.2. Data sets

Data were acquired during two beam tests. A summary of the
measurements is given in Table 1. The first beam test was carried out in
March 2019 at the Centro Nazionale di Adroterapia Oncologica (CNAO)
in Pavia (Italy). The aim was to perform a set of detector calibration
runs. The setup of this acquisition included only the SC and TW at a
fixed distance of 42.5 cm. The beams employed were protons at 60 MeV
and !2C ions at 115, 260 and 400 MeV/u. The beam rate was ~ 10
kHz (far below clinical conditions), which is the value at which the
FOOT experiment typically will operate. The beam size (FWHM) at the
TW ranged from 5 to 10 mm for carbon ions of 400 and 115 MeV/u,
respectively, and 23 mm for 60 MeV protons. The beam position error
was less than a mm [27]. Due to time constraints, it was not possible
to irradiate the entire active area of the TW. We ensured that all bars
were irradiated at least one time at the centre. The irradiation of the
TW in different positions was carried out by moving the detector while
keeping the beam line fixed. In this way, the distance between the
SC and TW along the beam line was constant during the acquisitions.
Events were recorded when at least one bar in each layer was triggered.
A total of 5000 events was acquired in each irradiated TW hit position,
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Fig. 2. Schematic view of the TW showing the bar labels and the irradiated positions
(red dots) during the calibration runs at CNAO..

Table 1
Summary of the data sets analysed in this work: treatment centre, particle beam, energy,
purpose of the acquisition, and target (if present).

Setup Particle Energy [MeV/u] Purpose Target

CNAO p 60 Calibration -

CNAO 12¢ 115 Calibration -

CNAO 12¢ 260 Calibration -

CNAO 12¢ 400 Calibration -

GSI 160 400 Calibration -

GSI 160 400 Fragmentation 5 mm graphite

defined as the region where two bars (one per layer) overlap (Fig. 2).
Hereafter, hit positions will be denoted by the index i.

The second beam test was carried out at the GSI Heavy Ion Research
Center in Darmstadt (Germany) in April 2019, two weeks after the
CNAO data acquisitions. The setup is shown in Fig. 3. Between the two
data takings, the AE-TOF system was disassembled for transport and
subsequently rebuilt, partly with different cables. In this case, the SC
and TW were placed at a distance of 2.23 m. Other FOOT components,
including a beam monitoring system, a vertex detector, and calorimeter
module [12], were being tested simultaneously, but not used in this
work. At GSI, we acquired two data sets. First, a calibration run was
carried out with a 120 beam at 400 MeV/u in the same way as described
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Fig. 3. (a) Schematic view and (b) picture of the GSI setup. The pictures also show the target (TGT), the tracking detectors included in the setup, i.e. the Beam Monitor (BM)
and the Vertex (VTX), and a calorimeter module (CALO). For a complete description of these components of FOOT, see [12,13].

above. During this run, we acquired a total of ~ 6.8 - 10* events in
different TW positions. Due to time constraints, again only a limited
number of bars was irradiated, and mostly in central positions. Second,
we inserted a 5 mm thick graphite target to study the fragmentation of
a 400 MeV/u 160 beam. Here the beam line was directed at the centre
of the TW and we acquired a total of ~ 4.5 - 10* events. The beam rate
was a few kHz, while the beam size was about 1.5 cm (FWHM) at the
Beam Monitor (see Fig. 3) during both runs.

2.3. MC simulations

We performed MC simulations in order to provide a set of reference
values for the AE and TOF calibration procedures. The data sets of
Table 1 were all simulated with the FLUKA code [28,29] by accurately
reproducing both setups. For each data set, 10° events were simulated.
For each event, we registered the interaction times of the particles with
both detectors and the energy loss in the TW bars. We extracted for each
event:

+ The hit position i of each particle passing through the bar;

+ The time of flight TOFyc;, between SC and TW layer /, where
I = F for the front and / = R for the rear layer, respectively;

* The energy loss AEyc;, in TW layer /;

For the fragmentation sample, we also registered the time it takes the
primary !0 beam to travel from the SC to the target, TOF, .

Since the simulations did not take into consideration light gener-
ation and optical photon transport inside the bars, two sets of MC

simulations were produced. In the initial set, only the intrinsic statisti-
cal fluctuations were included. This was used to extract the reference
values for the energy and time calibrations (see Sections 2.4 and 2.6).
Moreover, a second set was produced after the calibration was applied,
that included the experimentally observed average energy and time
resolutions by means of Gaussian smearing. These two sets are referred
to as ‘untuned’ and ‘tuned’ MC simulations, respectively.

2.4. AE calibration

In order to extract the energy loss of the fragments passing through
the AE-TOF system, we developed a two-step procedure. First, a sig-
nal processing routine handles the waveforms obtained from the TW,
yielding the raw energy loss of the fragments. Second, these raw values
are matched to MC expectations, giving calibrated energy loss values
in units of MeV.

Regarding the first step, the raw values for the energy loss were
extracted directly from the TW signals. The two channels of each
bar involved in the event (indicated with the subscripts A/B) were
processed separately and the charge collected in each of them Q,/p
was evaluated as the area of the signals. Supposing a simple exponential
attenuation along the bar, the total charge collected was defined as [23]

0=V, 0, 6

QO represents the raw energy loss of particles travelling through the
bar. Ideally, it should be independent of the hit position along the bar.
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Fig. 4. Mean value of the total charge collected Q in the central bar of the front layer
of the TW as a function of the hit position during the calibration run with 260 MeV/u
12C ions. Error bars are displayed but small, since they represent the standard error on
the mean obtained from the Gaussian fit. The origin of the x axis indicates the centre
of the bar.

However, we noticed that the mean value of Q, obtained by fitting the
distributions with a Gaussian, varies along the bars, as can be seen in
Fig. 4 for 12C ions of 260 MeV/u. Differences up to 15% were seen
in this case. Moreover, the mean value of the detected charge was
asymmetric for the two sides of the bar. We verified that other bars
and data sets showed a similar trend. This may be due to differences
in total internal reflection efficiency, light absorption along the bar,
optical coupling and SiPM gain between the two sides. We come back
to these issues in Section 4. A practical and accurate approach to take
into account the observed position-dependence in the raw values was to
calibrate each TW position separately for the two TW layers. Thus, for
each layer, we had 20 x 20 = 400 hit positions (see Fig. 2) to calibrate.
Second, we had to extract the calibrated energy loss. For this
purpose, we had to find a relationship between the detected charge
and a reference energy loss value, which was obtained from the MC
simulations. For each calibration sample, we extracted the mean value
u(Q; ) of the collected charge Q over all events in position i in layer /.
Then, these values were plotted as a function of the mean energy loss
expected from MC, u(4Eyc;,), and fitted with Birks’ model [30]:

Po,iy H(AEc, )
L+ py iy #(AEyc,,)

where p);, and p;;; represent the charge conversion factor and the
saturation parameter of the model, respectively. Although we applied
this formula position-per-position, we do not believe that the true Birks’
parameters p, and p, change along the bar. However, this approach
helps to parameterize experimentally non trivial dependencies that
cannot be described via the current MC simulations. In other words,
we used Birks’ model merely as a convenient parameterization.

Fig. 5 displays an example of the energy calibration curve obtained
for a position of the front layer of the TW. What can be seen is that
the light output of the bar is reproduced by the simple model from
Eq. (2). To assure a reliable fit, for each layer we applied Eq. (2) to
all positions that registered more than 40 events in, at least, 4 of the 5
calibration samples. If this condition was satisfied in both layers of the
TW, the position was defined as ‘well-calibrated’. Using the parameters
extracted through Eq. (2) for these positions, it was then possible to
retrieve the energy loss of each event in a given position and layer
through the inverse formula

0
Po,i; — Piig Qiy

w@;) = (2)

AE,, = )
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Fig. 5. Energy calibration curve obtained with the Birks-like model for the central
position (i = 209) of the front layer (/ = F) of the TW. Error bars are displayed but
small, since they represent the standard error on the mean obtained from the Gaussian
fit.

The calibrated energy loss of a particle in a given position i, AE;, was
then defined as the sum of the energy loss in the two layers of the
TW:

AE, = AE, p + AE, 0)
2.5. Energy resolution

The overall energy resolution of the system was extracted from
the calibrated energy loss values as follows. The AE; (Eq. (4)) values
obtained for each event in all well-calibrated positions of a calibration
sample were merged into one ‘global’ distribution to obtain the energy
spectrum of each data set. Then, we performed a Gaussian fit on the
resulting distribution to extract the mean value u(4E) and standard
deviation o(4E) of each sample. The energy resolution of the system
was defined as the obtained ¢(4E) value.

In order to perform a more realistic comparison between data
and MC simulations, we needed to parameterize the contribution to
the energy resolution of all the effects not described in detail in the
MC, such as photon production, optical transport, electronics, etc.
This contribution, indicated as ¢,,.(4E), could be disentangled by
quadratically subtracting the intrinsic term, evaluated as the spread in
untuned MC simulations, from the overall measured energy resolution
o(AE) in each calibration sample. We then parameterized the quantity
6,4, (AE)/u(AE) as a function of u(AE) with a constant and used this pa-
rameterization to produce the tuned MC simulations (see Section 2.3).
Since data were acquired with two experimental setups under different
conditions, the measured resolution may vary between the CNAO and
GSI samples. Therefore, we chose to parameterize the response of the
AE-TOF only with CNAO data. The obtained results are discussed in
Section 3.1.

2.6. TOF calibration

The signal processing routine from Section 2.4 was also used to
extract the time values from SC, TW and all the associated WaveDAQ
clock (CLK) waveforms. The start time T of each event was extracted
from the SC waveforms. The 8 signals of the SC were summed into
a single one and Tg. was obtained by applying a Constant Fraction
Discriminator (CFD) algorithm to the summed waveform induced by
the particle that passes through the detector. The fraction of the CFD
was set to 0.3 on the basis of former studies [23].

The arrival time of the passing fragment was extracted from the TW
signals. For this purpose, the two channels of each TW bar involved in
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Fig. 6. Mean value of the raw TOF measured along the central bar of the front TW
layer for the '2C beam at 260 MeV/u. The origin of the x axis indicates the centre of
the bar, as in Fig. 4. Again, error bars are displayed but small, since they represent
the standard error on the mean obtained from the Gaussian fit.

the event were processed separately and the raw TOF was extracted
as follows. First, the arrival times detected by the single channels
(T, /B) Were obtained through the CFD method, again with fraction
0.3. Second, the CLK signals between TW and SC were synchronized.
This was achieved by calculating the phase of each CLK involved in
the events and extracting the phase difference Ak 4,5 between the
clocks of the TW and that of the SC [31]. Then, the raw TOF value was
calculated for each bar as:

TOFaw = Tyar — T'sc (5)

where T}, is the arrival time associated to a TW bar, synchronized with
the SC:
Ty—Acrka+Tp—Acrk.B
2

An example of the mean value of TOF,,,, (obtained by fitting with a
Gaussian) as a function of the hit position along one of the front bars
is given in Fig. 6. Given that the contribution of the light propagation
along the bar is constant in each position, we expect the mean value
of TOF,,,, to be constant. However, variations up to about 100 ps were
found, with lower TOF,,, values at the sides of the bar (see Fig. 6).
We believe that this effect originates from the same factors causing
the charge variation (see Section 2.4). Therefore we calibrated the TOF
taking into account the position where the bar was hit, as for the energy
calibration.

The TOF calibration was aimed at relating the raw TOF values from
Eq. (5) for the calibration runs to a reference value, which we defined to
be the expected TOF value between the SC to the TW, obtained from the
MC simulations. For a given position i, we calculated for each layer / the
difference between the mean values of the data and MC distributions:

H(TOF ay;.)) = m(TOFyc; ) + a4y )

The variable g, ; accounts for all the possible time offsets, such as signal
propagation through cables and global time shifts between the SC and
TW.

The calibrated TOF of each event in a given position and layer,
TOF, ;, was retrieved with the extracted a;, values by simply inverting
Eq. (7):

TOFi,[ = TOFraw,i,[ — a4y (€))

(6)

Tbar =

For the fragmentation run, where fragments were produced in the
target (which is located in between the SC and the TW, see Fig. 3(a)),
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the calibrated TOF values of the fragments was calculated from target
to TW rather than from SC to TW. In that case, we subtracted an
additional offset TOF, . accounting for the time needed by the 160 ions
to travel from the SC to the target. In other words, for the fragmentation

run we applied:
TOF,; = TOF,y,,; — a;; — TOF) 9

For each data set, the calibration procedure was applied to all the
positions that were well-calibrated in terms of energy (see Section 2.4).
In those positions the calibrated TOF was defined as the mean value
between the calibrated front and rear TOF:
TOF, - + TOF,

TOF, = 5

10)
2.7. TOF resolution

Using the TOF distributions obtained after the calibration, it was
possible to assess the time resolution of the system. For each calibra-
tion sample, the overall TOF resolution was extracted by merging the
data obtained from all the well-calibrated positions into one global
distribution. For each sample, a Gaussian fit was applied to extract the
mean value y(TOF) and standard deviation ¢(TOF) of the distribution.
This last parameter represents the TOF resolution of the system for the
corresponding beam.

We then proceeded to remove the contribution of the intrinsic TOF
fluctuations to the resolution by quadratically subtracting the spread
observed in the un-tuned MC distributions. The extracted resolution
0, (TOF) was then parameterized as a function of the energy loss using
the formula

A
m +B 1n

where A and B are free parameters [23]. The resolution obtained from
Eq. (11) was then used to produce the tuned MC simulations. As for the
AE values (see Section 2.5), the parameterization of the TOF resolution
was performed considering only the CNAO samples.

We also assessed the individual contribution of the SC and the TW,
o5c(TOF) and o1y (TOF) respectively, to the overall TOF resolution by
supposing that:

6 par(TOF) =

o*(TOF) = o7, (TOF) + 6 (TOF) (12)

The TW contribution could be extracted from the distribution of the
time difference between hits in front and rear layer in the same event
(thus not using SC), fitting it with a Gaussian and extracting its standard
deviation ¢, ; (TOF) in data. Then, noting that o, ; ,(TOF) corresponds
to the quadratic sum of the time resolutions of each TW layer and con-
sidering that the error on A.; x was negligible (~ 5 ps, see Section 3.2),
error propagation of Egs. (10), (8) and (5) gave

6,4 r r(TOF)
oy (TOF) = % 13)

The contribution of the SC could then be derived from Eq. (12).
2.8. Charge identification
Given the measured energy loss (Eq. (4)) and TOF (Eq. (10)), the

charge Z; of a particle impinging on the TW in position i was calculated
for each event by inverting the Bethe-Bloch formula [32]:

AE; A
d - Z = —'ﬁ S<110

_ zmeczﬂzyZWmax ﬂz -
~ ¢ TOF, 7V pox KZg \2 I?

a4
Here d is the distance travelled by the particles; K = 0.307 MeV-cm?/
mol; 6x = 6 mm is the thickness of the two TW layers; ¢ is the speed

of light; y = 1/4/(1 — f2); m,c? = 0.511 MeV is the electron rest mass;
Wpan = 2m,c?p%y? is the maximum energy transferred to an electron in
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Mean and sigma values obtained from Gaussian fits of the calibrated energy distributions for untuned MC simulations and
data. The extracted resolution to be parameterized into the MC simulations is also given. Errors are not displayed, but fit
errors on u(AE) and 6(AE)/u(AE) for MC are below 0.001 MeV and 0.01%, respectively. Fit errors on u(4E) and ¢(4E)/u(AE)

in data are below 0.07 MeV and 0.04%, respectively.

Data set MC Data For parameterization
Particle Epeam u(AE) o(AE)/u(AE) H(AE) o(AE)/u(AE) 0par(AE)
[MeV/u] [MeV] [%] [MeV] [%] [%]
P 60 7.12 3.43 6.27 5.72 4.58
12¢ 115 161.1 0.96 160.7 4.00 3.88
12¢ 260 85.77 1.86 85.12 4.73 4.36
12¢ 400 67.29 2.50 68.58 4.70 3.98
160 400 119.9 1.91 120.5 5.19 4.82
Table 3 — 0.1r
Mean and sigma values obtained from Gaussian fits of the calibrated TOF distributions Ll F . DATA
for untuned MC simulations and data. The extracted values for resolution parameter- S,O-ng o MC (untuned)
ization are also given. Uncertainties are not displayed, but fit errors on u(TOF) and E-O 08:_ X
o(TOF) are below 1 ps for both MC and data. ﬁ = F (] Quadr. difference: Gpar(A E)/u(A E)
Data set MC Data For parameterization g 0.07|~ Parameterization y=0.0416
Particle  E,,,,, u(TOF)  o(TOF)  u(TOF) o(TOF) o, (TOF) S 0.06|,
[MeV/u]  [ns] [ns] [ns] [ns] [ns] F [
0.05F . . -
P 60 4.207 0.003 4.207 0.265 0.265 Eie °
12¢ 115 3205  0.001 3.204 0.054  0.054 0.04[ . s
12¢ 260 2.291 0.001 2.291 0.066 0.066 0.03 :_'
12¢ 400 1.997 0.001 1.996 0.074 0.074 : - °
160 400 10449 0001 10447 0076  0.076 0.021 . =
0.01F .
O*ww‘\wwl\wuw\Hw\lwwlww‘\wwu\wuw\uwwllww
0 20 40 60 80 100 120 140 160 180 200

one collision; and p = 1.023 g/cm?, Zs/Ag = 0.5417 and I = 64.7 eV are
the density, the effective ratio of atomic and mass number and the mean
excitation potential of the scintillator material, respectively [33]. Note
that the Bethe-Bloch equation for describing the mean rate of energy
loss is accurate up to a few % for the beam energies considered [32].

For each calibration sample of Table 1, Eq. (14) was applied to all
the events occurring in a TW position that was well-calibrated (see
Sections 2.4 and 2.6), obtaining the Z spectrum of the beam. The
Z resolution was extracted by fitting the resulting spectrum with a
Gaussian.

Concerning the fragmentation sample, an additional event selection
was performed before applying Eq. (14). In each event, hit positions
were identified by finding the crossings of the triggered bars in the
two layers. If a nuclear reaction occurs, it is possible for two or more
fragments to reach the TW at almost the same time, switching on
multiple bars in each layer. In this case, the crossings of front and rear
bars identify more positions than those actually hit by the fragments.
To exclude the positions where the particles did not pass at all (‘ghost
hits’), we selected only those where AE;  and AE, z were similar:

|AE[’FA_EAE[’R| <0

i

.1 (15)

The same selection cut was applied to the MC simulations.
3. Results
3.1. Energy calibration and resolution

Table 2 shows the u and o values of the global AE distributions
fitted with a Gaussian for the untuned MC simulations and for the data
after they were calibrated. By comparing the fifth and third column
in Table 2, we see that the mean values of the data distributions are
indeed close to the reference mean values of the MC distributions. For
protons, a relatively large difference was found. Apparently, the simple
Birks-like model was not able to accurately describe energy losses all
the way down to low AE values, mainly relevant for low Z particles.
This is not a problem, since the electronic setup of FOOT is not designed
to perform precise measurements for such particles (see Section 1).

WA E) [MeV]

Fig. 7. Energy resolution results extracted from data (black), untuned MC simulations
(red) and the values obtained for ¢,,.(4E)/u(AE) (blue). Also shown is the parameter-

par
ization curve used for the Gaussian smearing of tuned MC simulations. The circle and
square markers refer to the CNAO and GSI setup, respectively.

Moreover, we observe that the values for the energy resolution of
the MC distribution (fourth column) are only about 1%-3%, coming
purely from intrinsic fluctuations, while for the data (sixth column)
we found energy resolutions from 4 to 6%. The four values given in
the last column for the CNAO data acquisitions were parameterized as
6,a(AE)/U(AE) ~ 4.16%. This parameterization was used to smear the
energy loss and produce the tuned MC simulations. The data reported
in Table 2 and the resulting parameterization used to produce the tuned
MC simulations are shown in Fig. 7.

In Fig. 8 we show two examples (one for CNAO and one for GSI)
of the energy spectrum obtained in data and tuned MC simulations.
Looking at the GSI energy spectrum, we note that the width of the
spectrum is slightly larger in data than in tuned MC simulations. This
is because the resolution parameterization was based on CNAO data,
i.e., under different experimental circumstances and with a different
type of particle (see Section 4). Moreover, it can be noticed that MC
and data distributions are not perfectly aligned. This is due to the fact
that many different positions are summed, each with its own calibration
curve.

3.2. TOF calibration and resolution

In Table 3 we give the y and ¢ values of TOF distributions fitted
with a Gaussian for the MC simulations and for the data after they were
calibrated.

The resolution in data (¢(TOF), sixth column) was varying from 54
ps (115 MeV/u 12C) to 265 ps (protons). Note that, in the case of
TOF, the contribution of the intrinsic term to the overall resolution
is always negligible. Thus, we have that 6,4-(TOF) = o(TOF). With
these values, the parameters extracted from the fit in Eq. (11) were
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Fig. 8. (a) Energy spectrum for the CNAO calibration run with 260 MeV/u '2C ions, for calibrated data (black) and tuned MC (brown). (b) The same, but for 400 MeV/u 60

ions at GSI.
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Fig. 9. TOF resolution results (black) and corresponding parameterization curve (blue)
used to produce the tuned MC simulations. The circle and square marker refers to the
CNAO and GSI setup, respectively.

A =(3.72+0.02)- 107! ns?2/MeV? and B = (4.0+0.2)- 10~ ns?. The results
reported in Table 3 and the parameterization curve used to produce the
tuned MC simulations are shown in Fig. 9.

In Fig. 10 we show two examples for the calibrated TOF spectra,
one for CNAO 10(a) and one for GSI 10(b). The corresponding spectra
for the tuned MC simulations are also shown.

Concerning the CNAO samples, data were seen to match well with
the MC simulations. Instead, the GSI data (Fig. 10(b)) had a slightly
larger width than the MC simulation, which can be explained by the
differences in the experimental setup. In fact, the distance between the
SC and the TW at GSI was much larger and other FOOT components
were present, so that a parameterization based on CNAO data may
not be accurate to estimate the exact behaviour of the experimental
resolution at GSIL.

Table 4 shows the contributions to the time resolution of the indi-
vidual detectors. As expected, the TOF resolution is dominated by the
SC because of its reduced thickness with respect to TW bars.

3.3. Charge identification

In Table 5 we list the x4 and ¢ values for the Z distribution in data.
In all cases, the reconstructed Z values were within a few percent
of the expected charge of the primary beams. For 12C and 100 the
obtained resolutions are compatible with the overall requirements of
the experiment (see Section 1).

The extracted calibration parameters were also used to analyse the
fragmentation run performed at GSI with 160 ions on a 5 mm graphite

Table 4
TOF resolution of the system and relative contributions from single detectors. The
results refer to all positions summed together. Errors represent fit errors.

Particle Epeam o(TOF) o1y (TOF) 65c(TOF)
[MeV/u] [ps] [ps] [ps]
P 60 264.9 + 0.8 85.3 + 0.2 250.8 + 0.4
12¢ 115 54.4 + 0.1 19.7 £ 0.1 50.7 = 0.1
12¢ 260 66.4 + 0.2 228 + 0.1 62.4 + 0.1
12¢ 400 73.6 + 0.2 24.7 + 0.1 69.4 + 0.1
160 400 75.6 + 0.6 20.6 + 0.2 72.7 £ 0.3
Table 5

Mean and sigma values obtained from Gaussian fits of the Z distributions for data.
Uncertainties are not displayed, but the fit errors on u(Z) and o(Z) were below
0.002.

Particle Ey,n [MeV/u] wZz) o(Z) o(Z)/u(Z) [%]
P 60 0.96 0.06 6.10 + 0.02
12¢ 115 6.17 0.15 2.51 + 0.01
12¢ 260 6.01 0.21 3.52 + 0.01
12¢ 400 6.07 0.24 3.85 + 0.01
160 400 8.07 0.22 2.67 + 0.02

target. The fragmentation spectrum is shown in Fig. 11. This figure
shows that the differently charged fragments can be well discriminated.

4. Discussion

In this work, we developed and tested a calibration method to
extract the values for TOF and AE which are needed for charge discrim-
ination. We also assessed the detector performance to discriminate the
charge of fragments. The method was based on a position-by-position
calibration with MC reference values. This was done because the energy
and time response of the bars varied slightly with the hit position, as
was shown in Figs. 4 and 6. The advantage of the approach is that it is
robust and precise. In fact, even if variations are present between the
individual bars, for instance due to differences in optical coupling, SiPM
gain, total internal reflection efficiency or possible issues in WDBs,
the response of the detector could still be modelled accurately. With
respect to the previous prototypes based on single bars [17], the charge
resolution obtained with the present setup was improved.

One of the disadvantages of this method is that the TW needs to be
irradiated in all the positions, meaning that enough beam time should
be dedicated to the calibration of the AE-TOF when planning future
data takings. A more elegant solution would be to investigate position
dependence in the signals of the bars. Work is ongoing to improve
the modelling of all the effects currently not accounted for in the MC
simulations, including transport of optical photons inside the bars and
SiPM response.
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Fig. 10. (a) TOF data spectra for the CNAO calibration run with 260 MeV/u '2C ions, for calibrated data (black) and tuned MC simulations (brown). (b) The same, but for 400

MeV/u 10 ions at GSI.
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Fig. 11. Z spectrum obtained from the fragmentation data of '°O ions on graphite at
GSL

We found various issues that should be improved and investigated
in-depth:

» The combination of two different experimental setups for calibra-
tion and fragmentation runs is complex and should be avoided.
Small incompatibilities are expected in such situations, such as,
for instance, the resolutions reported in Tables 2 and 3. For future
data-takings, it is better to calibrate and acquire fragmentation
data under exactly the same experimental conditions.

We noticed that the gains in the SiPMs were not fully stable, even
within the same experimental data setup. In particular, in various
bars variations were observed in mean charge up to about 3%
between runs at GSI. Sensors will be added in order to monitor
possible fluctuations in temperature that can affect SiPM signals.
The light output model should be studied in more detail. The
response of many organic scintillators varies with particle type
(see e.g. [34]). Using a single curve based on the most simple
Birks’ model (Fig. 5) to describe the collected charge of three
types of particles (p, C and O) over a large energy loss range
(from 2 to 90 MeV on a 3 mm bar) may not be fully appropriate.
Several other models were tested, such as the halo model [34],
but they did not significantly improve the results. New data with
more types of ions over a wider energy range will be acquired in
2021, so that the light output model can be studied in detail.
The mechanical stability of the detector should be improved.
For this purpose, a new mechanical frame for the TW is being
constructed. The optical isolation between the bars will also be
improved. This setup will be tested in 2021.

Despite the above issues, we demonstrated that TW and SC detectors
together with the new DAQ system were able to discriminate the
fragment charges, as was demonstrated in Fig. 11.

5. Conclusions

In this work, we proposed a charge identification procedure of nu-
clear fragments for the full-size AE-TOF system of FOOT. The obtained
results show that the developed AE and TOF calibration procedures
are effective and reproduce the MC distributions with good accuracy.
Even though it is under development, the system showed promising
performance in terms of both AE (3.9-5.3%) and TOF (54-76 ps for
heavy ions, 265 ps for protons) resolution in view of future acquisitions
with the full FOOT setup. The final resolution on charge measurements
is compatible with the requirements of the experiment, ranging from
about 6.2% for the proton beam to 2.5% for 12C and 1°0 ions.

The Z identification procedure has been applied for the first time
with the FOOT detector to study the nuclear fragments produced by
the irradiation of a graphite target with a 1°0 beam, showing that the
system is already able to discriminate different charged particles with
good accuracy.
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